Table 2. U.S. Inputs and Production by PAD District
(Thousand Barrels per Day, Except Where Noted)

Current Week Last Week Year Ago 2 Years Ago Four-Week Averages
Product/ Region . Percent Percent Percent
8/30/19 8/23/19 | Difference | 8/31/18 Change 9117 Change 8/30/19 8/31/18 Change
Refiner Inputs and Utilization
Crude Oil INPULS ............ccooeiiiiiiicce e 17,381 17,408 -27 17,647 -1.5 14,472 20.1 17,448 17,772 -1.8
East Coast (PADD 1) .. 839 816 22 1,077 -22.1 1,138 -26.3 840 1,090 -22.9
Midwest (PADD 2) ... 4,104 4,146 -42 4,010 24 4,068 0.9 4,116 4,055 1.5
Gulf Coast (PADD 3) ... 9,163 9,127 36 9,340 -1.9 6,026 52.1 9,200 9,431 -2.5
Rocky Mountain (PADD 4) .... 699 700 -1 614 13.9 680 29 691 599 15.2
West Coast (PADD 5) . 2,576 2,618 -42 2,606 -1.1 2,561 0.6 2,601 2,596 0.2
Gross Inputs ............... 17,824 17,906 -81 17,963 -0.8 14,782 20.6 17,898 18,090 -1.1
East Coast (PADD 1) 846 818 28 1,085 -22.0 1,142 -25.9 844 1,097 -23.1
Midwest (PADD 2) ... 4,120 4,165 -45 4,012 27 4,064 1.4 4,132 4,056 1.9
Gulf Coast (PADD 3) ... 9,440 9,460 -19 9,484 -0.5 6,178 52.8 9,493 9,569 -0.8
Rocky Mountain (PADD 4) . 701 702 -1 617 13.7 680 3.0 693 597 16.0
West Coast (PADD 5) . 2,717 2,760 -43 2,765 -1.7 2,718 0.0 2,736 2,770 -1.2
Operable Capacity' .... 18,802 18,802 0 18,599 1.1 18,557 1.3 18,802 18,599 1.1
East Coast (PADD 1) 1,224 1,224 0 1,224 0.0 1,182 3.6 1,224 1,224 0.0
Midwest (PADD 2) ... 4,141 4,141 0 4,092 1.2 3,999 3.6 4,141 4,092 1.2
Gulf Coast (PADD 3) ... 9,876 9,876 0 9,762 1.2 9,752 1.3 9,876 9,762 1.2
Rocky Mountain (PADD 4) . 687 687 0 683 0.5 692 -0.8 687 683 0.5
West Coast (PADD 5) . 2,875 2,875 0 2,838 1.3 2,933 -2.0 2,875 2,838 1.3
Percent Utilization? ... 94.8 95.2 -0.4 96.6 —-— 79.7 —-— 95.2 97.3 ——
East Coast (PADD 1) 69.1 66.9 2.3 88.6 -— 96.6 -— 69.0 89.6 -—
Midwest (PADD 2) ... 99.5 100.6 -1.1 98.0 -— 101.6 - 99.8 99.1 -—
Gulf Coast (PADD 3) ... 95.6 95.8 -0.2 97.2 —-= 63.4 - 96.1 98.0 —-=
Rocky Mountain (PADD 4) . 102.1 102.3 -0.2 90.3 -— 98.3 -— 100.9 87.5 -—
West Coast (PADD 5) 94.5 96.0 -1.5 97.4 -= 92.7 -= 95.2 97.6 -
Refiner and Blender Net Production
Finished Motor Gasoline3 ................ccccccoo.c..... 10,272 10,660 -389 10,215 0.6 9,517 7.9 10,258 10,209 0.5
Finished Motor Gasoline (excl. Adjustment)* 10,308 10,326 -18 10,071 24 9,486 8.7 10,311 10,127 1.8
East Coast (PADD 1) .... . 3,412 3,348 64 3,311 3.0 3,353 1.7 3,391 3,297 29
Midwest (PADD 2) ..... 2,590 2,709 -118 2,609 -0.7 2,699 -4.0 2,667 2,648 0.7
Gulf Coast (PADD 3) .. 2,308 2,262 46 2,163 6.7 1,458 58.2 2,253 2,194 2.7
Rocky Mountain (PADD 4) 343 360 -17 318 7.7 339 1.2 347 323 7.6
West Coast (PADD 5) ... 1,655 1,648 8 1,670 -0.9 1,637 1.1 1,653 1,665 -0.8
Reformulated? ... 3,295 3,299 -4 3,359 -1.9 3,099 6.3 3,301 3,319 -0.5
Conventional4 . 7,013 7,026 -14 6,712 4.5 6,387 9.8 7,010 6,808 3.0
Adjustment® ... -36 335 -371 144 -= 31 - -53 82 -—
Kerosene-Type Jet 1,952 1,914 37 1,891 3.2 1,589 22.8 1,940 1,962 -1.1
East Coast (PADD 1) .. 121 95 27 100 21.8 115 5.7 110 111 -0.8
Midwest (PADD 2) .. 312 291 21 304 2.6 303 3.0 300 286 4.9
Gulf Coast (PADD 3) 983 988 -5 962 22 622 58.1 1,000 1,014 -1.4
Rocky Mountain (PADD 37 37 0 37 -0.7 39 -5.4 37 37 -0.2
West Coast (PADD 5) .... 499 503 -4 488 2.2 511 -2.4 493 514 -4.0
Distillate Fuel Oil ........... 5,154 5,193 -40 5,439 -5.2 4,492 14.7 5,191 5,345 -2.9
East Coast (PADD 1) .. 225 216 8 305 -26.5 341 -34.2 238 310 -23.3
Midwest (PADD 2) .. 1,247 1,244 3 1,176 6.0 1,208 3.3 1,234 1,148 7.5
Gulf Coast (PADD 3) ... 2,816 2,890 -75 3,143 -10.4 2,125 325 2,902 3,078 -5.7
Rocky Mountain (PADD 4) 238 242 -4 208 14.4 221 75 228 192 19.0
West Coast (PADD 5) .... 629 601 28 606 3.7 597 54 589 617 -4.6
15 ppm sulfur and Under . 4,867 4,880 -13 5,236 =71 4,195 16.0 4,896 5,066 -3.4
> 15 ppm to 500 ppm sulfur 110 116 -6 60 81.3 131 -16.1 115 95 214
> 500 ppm sulfur .... 177 198 -20 142 24.8 166 71 180 184 -2.5
Residual Fuel Oil . 368 429 -60 351 4.9 348 B 380 380 -0.1
East Coast (PA ) . 30 30 1 33 -9.0 46 -34.1 33 41 -19.9
Midwest (PADD 2) .. 33 43 -10 54 -38.9 51 -35.2 40 53 -25.0
Gulf Coast (PADD 3) ... 173 191 -18 177 -2.5 143 20.4 170 168 1.2
Rocky Mountain (PADD 4) 14 12 2 13 13.7 10 36.3 13 12 10.7
West Coast (PADD 5) .... 118 153 -35 75 58.5 98 20.8 124 106 16.6
Propane/Propylene® ... 2,188 2,201 -13 1,973 10.9 1,497 46.1 2,210 1,965 12.4
East Coast (PADD 1) .. 249 248 1 171 453 182 36.6 253 168 50.7
Midwest (PADD 2) .. 488 482 6 499 -21 486 0.4 492 507 -2.9
Gulf Coast (PADD 3) 1,219 1,226 -7 1,078 13.1 613 98.8 1,229 1,074 14.4
PADDs 4 and 5 232 246 -14 226 2.8 216 7.5 235 216 8.9
Ethanol Plant Production

Fuel Ethanol 1,013 1,038 -25 1,087 -6.8 1,060 -4.4 1,030 1,076 -4.2
East Coast (PADD 1) .. 26 26 0 26 0.5 31 -15.7 25 26 -4.0
Midwest (PADD 2) .. 934 963 -29 1,003 -6.9 974 -4.1 953 990 -3.8
Gulf Coast (PADD 3) ... 24 23 1 27 -10.8 25 -4.0 24 27 -11.2
Rocky Mountain (PADD 4) 14 11 2 13 4.2 12 10.5 13 13 -3.7
West Coast (PADD 5) 16 16 1 19 -11.3 18 -7.8 16 20 -18.4

= Not Applicable.
~ = Data Not Available.
W = Data Withheld.

Based on the latest reported monthly operable capacity.
2 Calculated as gross inputs divided by the latest reported monthly operable capacity. See Glossary. Percentages are calculated using unrounded numbers.

3 Finished motor gasoline production and product supplied include a weekly adjustment applied only to the U.S. total to correct for the imbalance created by blending of fuel ethanol
and motor gasoline blending components. From 1993 to June 4, 2010, this adjustment was estimated from the latest monthly data and allocated to formulation and PAD District

production data.

4 Excludes adjustments for fuel ethanol and motor gasoline blending components. Historical data prior to June 4, 2010 includes the adjustment allocated by PAD District and

formulation.

Adjustment to correct for the imbalance created by the blending of fuel ethanol and motor gasoline blending components. For details see Appendix B.
6 Includes propane/propylene production from natural gas plants.
Notes: Data may not add to total due to independent rounding. Differences and percent changes are calculated using unrounded numbers.

Source: See page 29.
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